ACCESORI

Element incdlzitor electric, TJ6/4"-2,T)6/4-25,T) 6/4“-3,3
de tip TJ G 6/4"- montare TJ6/4%-3,75,T) 6/4%-4,5,T) /4" - 6
" ~ ' 111 111
prin infiletare J6/4“-7,5T)6/4%-9
Butonul lermostatulul de teglal Capac protecfie Element incalzitor Butonul lermostatului de regloj semnalizare funcfionare
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Tip T6/4"-2 16/4"-25 T1J6/4"-33 TJ6/4"-375 TJ6/4"-45 1J6/4"-6 1J6/4"-75 1)6/4"-9
Puterea (kW) 2 25 33 3,75 4,5 6 7,5 9
Tenslunea de alimentare (V/Hz) 1 PEN 230/50 1 PEN230/50 3 PE-N400/50 3PEN 400/50 3 PEN400/50 3 PE-N400/50 3 PEN400/50 3 PE-N400/50
Perioada de inctilziie de 1a 10 °Cla 60 °C
00 1601 (on) 45 4 27 23 2 15 13 1
Perloada de inctilzire de 1o 36 °Cla 60 °C
cca 1501 (ore) 22 2 1.5 12 1 07 06 05
Grad de profeciie electiicd IP 45 P45 IP 45 IP 45 IP 45 IP 45 IP 45 IP 45
Domeniu de reglaj ol temperatutll (°C) 5-77 5-77 5-77 5-77 577 5-77 5-77 5-77
Lungimea | (mm) 350 360 330 350 400 520 680 610

Greutatea (kg) 16 18 2 21 22 24 24 2,6




